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E Z CLAMP - instruction for use

UMBILICAL CORD CLAMP
REVOLUTIONIZES THE WAY UMBILICAL CLAMP OPERATES

A unique Umbilical Cord Clamp that puts two clampson the baby’s cord and

We suggest that the medical staff will try the ECEZAMP few times on an Umbilical Cord that was left
from a previous birth. This will give the user cal@ince and practice in the E Z CLAMP.
Before using please notice the orientation of the whit clemtipe EZ clamp hose

We have two models:

1) CAT. No. 5600E Z CLAMPS STERILE STANDARD MODAL

2) CAT. No. 5666E Z CLAMP STERILE SPECIAL MODAL, Separate into twtamps for taking blood
sample by opening clamp on the placenta.

DESCRIPTION

E Z CLAMP is ready to use immediately and the sseply presses and closes the clamp (exactly as dith

the regular Umbilical Cord Clamp), the clamp wilbge and cut the cord, then it will automaticaliyparate into

two parts - one will be the regular Umbilical CaZthmp that will stay with the baby and the secoad will be

attached to the placenta.

The E Z Clamp is composed of two regular Umbilicard Clamps and a Stainless Steel Knife that isbioed

together into one instrument which looks, feels apdrates as a regular Umbilical Cord Clamp. Ti®&amp

will separate after use into two or three partae will be a regular Umbilical Cord Clamp, and #ezond part

with the knife will clamp the placenta. Please lakthe inside of the white clips. You can notibe tpatial

unique design. A sticking out bulge on one side tredopposite side has depression (female and nide

insures that after the closing, the female and méllego in one another and make cretin for gooddimy of

cord.

INSTRUCTION:

The user should practice the EZ clamp before using on a babe

The white clamp should be located correctly beforesing

The word BABE on the EZ clamp should be pointed tahe babe side while using.
The umbilical cord should be in the middle of the wuite clamp

Simply press strongly on the green housing and clesthe clamp and the green
housing until both closes and locks

Please notice that t
white clamp is placed
correctly in the green
hook

In this picture the
white camp INOT

placed correctly and
is out of the green
hook




